NPEXB-CMB].L Single input, single output
NPEXB-CMBDllL Double inputs, double outputs

Input: 4 ~ 20 mA
Output: 4 ~ 20 mA

Analog output isolated barrier, it transfers 4~20mA signals from a safe
area to a hazardous area. It has loop powered. The input and output

is galvanically isolated from each other.

Wiring diagram

Parameters

Loop Powered: 18V DC ~ 30V DC (Reverse power protection) Safe area

Input signal: 4 ~20mA, HART PLC/DCS
Output signal: 4 ~20mA, HART - 130:% &0 © / &=

Load resistance: RL " > 8 @ 8 LV ORRS SRZHU

Accuracy: ) 6 lutputl
Temperature drift: ) 6 °C ’
Response time: " PV

Electromagnetic IEC 61326-3-1

compatibility:

Dielectric strength: . 9 $& LQWULQVLFDOO\ VDIH VL

non-intrinsically safe side)
Insulation resistance: . 0 ,QSXW 2XWSXW
Operation temperature: -20°C ~ +60°C

Dimension: 17.8mm (W) x 110mm (H) x 117mm (D) National Supervision and Inspection Center for Explosion Protection
and Safety of Instrumentation (NEPSI)
Ex marking: > ([ LE *E@ f &
>([ LE '"E@ W&

Um: 250V

Certified parameters (Terminals 2, 3; 5, 6):
Uo=23.1V, l0=27mA, P0=623.7mW
f &&R ) Lo=1.9mH

W& f%R ) Lo=85mH



